OVERLAP 6" MIN.

EXCAVATE CHANNEL TO DESIGN
GRADE & CROSS SECTION

OVERCUT CHANNEL ANCHOR TRENCH

2" TO ALLOW
BULKING DURING SEEDBED
PREPARATION

TYPICAL INSTALLATION WITH
EROSION CONTROL
BLANKETS OR TURF
REINFORCED MATS
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INTERMITTENT CHéCK SLOT LONGITUDINAL ANCHOR TRENCH

SHINGLE-LAP SPLICED ENDS OR BEGIN NEW
ROLL IN AN INTERMETTENT CHECK SLOT

PREPARE SOIL & APPLY SEED

BEFORE INSTALLING BLANKETS,
MATS OR OTHER TEMPORARY ¥ v
CHANNEL LINER SYSTEM W, 4

NOTES:

1. DESIGN VELOCITIES EXCEEDING 2 FT. / SEC. REQUIRE TEMPORARY BLANKETS, MATS OR
SIMILAR LINERS TO PROTECT SEED AND SOIL UNTIL VEGETATION BECOMES ESTABLISHED.

2. GRASS-LINED CHANNELS WITH DESIGN VELOCITIES EXCEEDING 6 FT./SEC. SHOULD
INCLUDE TURF REINFORCEMENT MATS.
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